TECHNICAL DATA
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AsSCenNnDo SMS G221

ELEVATE YOUR SOUND ACTIVE SUBWOOFER

Custom built 21" woofer, dual gap motor Streaming Technologie |

structure with 2 inner and 2 outer voice Streamingtechnologie

coils, with AIA Speaker Management
Technology | Spezial gefertigter 21" Treiber, Controlling |
Doppelspalt Motorstruktur mit 4 Steuererung
Schwingspulen und AIA Speaker . ___________________

Speaker type |
Loudspeaker

Management Technologie Manual Room acoustics-correction, delay,
”””””””””””””””””””””””””””””” phase, crossover, voicing preset, gain, input
Passive | Active Active | Aktiv sensitivity |
—————————————————————————————————————————————————— Features | Manuelle Raumakustikkorrektur,
- ) Built in DSP Amplifier | Funktionen Frequenzweiche, Delay, Phase
Amplifier | Verstarker ) " ' ' '
Eingebauter DSP Verstarker Klanganpassung, Pegel,
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Eingangsempfindlichkeit
Enclosure type | Prinzip Sealed | Geschlossen oo oo oo
77777777777777777777777777777777777777777777777777 E— | Turn-on transients, Over-heating, DC, RF,
rotection features Ci
Cont./peak output | . Short-circuit, mismatched loads, ICL™,
- Dauer-/Spitzenleistung 130 dB cont. / 133 dB peak ST EE PMS™

Frequency Range | Width | Breite 23,62" | 600 mm
Frequenzbereich ~  [PMeTSRVRIATTIVED

2,88 L/in comparison 21" standard cinema - - - - - - - - - - - - - - - - - - oo oo
subwoofer 1,76 L | 2,88 L / zum Vergleich Hight with feet 44.29" | 1125 mm
Standard 21" Kinosubwoofer 1,76 L - -----— -

Air volume displacement |
Bewege Luft in Litern

Output power | Leistung 1x3000W oo
ffffffffffffffffffffffffffffffffffffffffffffffffff Depth with plug | Tiefe 14,96 " | 380 mm

Power voltage range 85V -265V o -
ffffffffffffffffffffffffffffffffffffffffffffffffff Weight | Gewicht 146 Ibs | 66 kg

Input sensiivity, 2.7V (with gain 32dB), 10k Attt

balanced input impedance Finish | PU structural paint |
77777777777777777777777777777777777777777777777777 Oberfléche Robuster Strukturlack schwarz

Directivity horizontal x oo

vertical in Deg’| 360° Piano lacquer (12 layers): colour of choice,

Abstrahlwinkel o ! ; matt or other finishes upon request, color of
************************************************** ustom colour options | choice | Echter Klavierlack (12 Schichten):

i Farbvarianten

Analogue Input - Amplifier | 1 x XLR bal d trisch Farbe nach Wahl, Mattlack: Farbe nach

Analogeingang - Verstarker X Al s Wahl, weitere Oberflachen auf Anfrage

Analogue Output Shape customization | Upon request |

Analogausgang 1 x XLR balanced - DSP controlled Sondergrofie Auf Anfrage

Power connector | Strom Neutrik powerCON True 1 in-out Mounting | Montage Floor standing with feet

Network Switch | All speakers are supplied with a front cover as standard |

Netzwerkanschluss Alle Lautsprecher werden mit Abdeckung ausgeliefert

Technical modifications subject to change without further notice | Technische Anderungen vorbehalten
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